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MOBILE DEVICE SPECIFICATIONS 
 
Apple iOS Devices 

 iPhone or iPad 
 iOS 15.x (minimum) 
 64GB storage (minimum); 128GB preferred 
NOTE: no SIM card or cellular service is required 
Sample Devices Used:  iPhone SE 3rd Gen (2022), iPhone 14, iPhone 15 

 
iOS Device Accessories 

 Lightning charging cable and plug cube  
 Lightning charging stand (optional) 
 Wireless charging devices compatible with iOS device (optional) 

 
SERVER & DATABASE SPECIFICATIONS 
 
Server Software Requirements 

 Windows Server 2019 (minimum), Windows Sever 2022 (preferred), or Windows Server 2025 
 Microsoft.NET Framework 4.5, 4.8 
 Windows Server roles: Web Server (IIS), Application Server 

 
Server Hardware Requirements 1 

 Dual Core 2+GHz Processor 
 8GB Memory (minimum); 16GB (preferred) 

o NOTE:  16GB memory is the minimum amount of memory required, if SQL Express is installed on 
the CorreTrak Application Server 

 60GB of available disk space (minimum) 
o NOTE: Additional disk space will be required if the CorreTrak Application Server is being used as 

the SQL database server and/or as the PictureLink mugshot image storage server. 
 On-board 10/100/1000 Ethernet NIC 

 
Database Server Software Requirements 2 

 SQL Server 2017 (minimum), SQL Server 2019, SQL Server 2022 (preferred), or SQL Server 2025 
o NOTE: SQL Express editions are also supported, but contain DB size limitations, which may not be 

suitable for large sites 
 
NETWORK SPECIFICATIONS 
 
Wi-Fi Network Requirements 

 Standard, current Wi-Fi protocols: 802.11 g/n/ac/ax/be 
 
 
IMPORTANT NOTES 
1 Virtual servers are supported but must be configured with a minimum of two (2) virtual CPU’s and dedicated 8GB of memory (dynamic 
allocation cannot be used). 
2 The CorreTrak databases can be installed on an existing SQL database server.  A dedicated SQL database server is not required. 
 


